
STATIONARY ENGINES
SPRINKLERS

ENGINE SPECIFICATION D754TPE2.F3S

The D754TPE2.F3S is a 4-stroke diesel engine 
with direct injection, mechanical pump and 
turbocharger.

This water-cooled engine is suitable for use in the 
most difficult conditions thanks to its reliability, 
simplicity of use and ease of maintenance. The 
reduced fuel consumption and noise levels which 
characterize this engine are appreciated by end-
users, as are its compact dimensions which make 
the engine easy to install.

The F3S version includes the starter motor, battery 
charger alternator, predisposition for a heat 
exchanger, filters and water/oil sensors. A wide 
range of optional accessories makes it possible 
to personalize the product to meet the end-user’s 
requirements.

ENGINE MODEL D 754 TPE2.F3S

CYLINDERS 4

BORE X STROKE (mm) 94 x 107

DISPLACEMENT (L) 3.0

MAX. POWER (kW) @ rpm 74 @ 3000

MAX TORQUE Nm (kgm) @ rpm 315 (32.1) @ 2000

LENGTH (mm) 936

WIDTH in (mm) 570

HEIGHT in (mm) 902

WEIGHT (kg) 265

INJECTION Mechanical

AIR CHARGING SYSTEM Natural aspiration

EMISSIONS Fuel Optimised

THE POWER OF ENGINEERING

H I G H  P E R F O R M A N C E  D I E S E L  E N G I N E S

74 kW



• Starter motor 12V

• Alternator 14V-55A with W connector

• Stop solenoid energized to stop

• Lube oil and fuel filters

• Lube oil cooling exchanger

• Lube oil pressure switch

• High water temperature switch

• SAE4 flywheel housing with pick-up hole provision

• 8”-10” Flywheel

• Exhaust counter-flange

• Dry air filter fitted on top of flywheel housing

• Blowing fan

• Rigid engine brackets

• Hand accelerator

STANDARD EQUIPMENTPOWER CURVE
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