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ENGINE MODEL D 756 IPE2.GEN

CYLINDERS 4

BORE X STROKE (mm) 94 x 107

DISPLACEMENT (L) 4.5

Output (kVA) @ 1500 rpm 101 (Standby)
91 (Prime)

Output (kVA) @ 1800 rpm 110 (Standby)
100 (Prime)

LENGTH (mm) 1158

WIDTH in (mm) 641

HEIGHT in (mm) 887

WEIGHT (kg) 445

COMBUSTION TYPE Mechanical
Injection 

AIR CHARGING SYSTEM Natural aspiration

EMISSIONS Stage II

The D756IPE2.GEN model is a 4-stroke diesel 
engine with direct injection and a mechanically 
driven fuel system, equipped with a turbocharger 
and aftercooler to ensure optimised performance 
and fuel efficiency. The engine delivers high and 
consistent power and torque output, with excellent 
levels of reliability and efficiency.

Designed to operate under the most demanding 
conditions, this water-cooled engine combines 
reliability with ease of use and maintenance, 
delivering low fuel consumption and reduced noise 
levels. These features make it highly appreciated 
by end users, thanks also to its essential layout 
and high component integration, which simplify 
installation.

The GEN version comes fully equipped with starter 
motor, battery-charging alternator, radiator, fan, 
radiator and fan guards, filters, and water and oil 
transmitters, and is pre-arranged for coupling with 
any type of alternator, offering a versatile, ready-
to-use solution. The engine is Stage II certified.
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STANDARD EQUIPMENT

• Starter motor

• Battery charging alternator  

• Radiator and fan guards

• Filters

• Water and oil transmitters

The GEN version is pre-arranged for coupling  

with any type of alternator, offering a versatile, 

ready-to-use solution.

OUTPUT @ 1500rpm

Stand by engine
power

Typical generator
output

Stand by Prime

kWm kWA kWA

90 101 91

OUTPUT @ 1800rpm

Stand by engine
power

Typical generator
output

Stand by Prime

kWm kWA kWA

98 110 110


